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x510 - Pozícionálás az Allied Telesis portfólión belül 



x510 - Pozícionálás a „Rack Mount” eszközök között 
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AT-x510 – A Gigabit Ethernet Switch 

• Markets 
– enterprises 
– health care 
– education 
– retail 
– government 
– service providers 

• AW+5 Operating System 
– Well proven Enterprise Class 

Modular base Operating System 
– Industry standard AlliedWare 

Plus CLI and Web interface 

• Access Control and Security 
• Voice, Data and Video 

Convergence 

40G stacking (full-duplex) 

interface SFP+ based 

Direct Attached cable 

MM,  SM Fiber 

Redundant PSU 

IEEE 802.3at PoE+ (30W)  
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24 or 48 

Gigabit ports up to 4 SFP+ uplink 

1G/10G 



AT-x510-xx/GTX 

• AT-x510-28GTX 
– 24 ports 10/100/1000T 

– Four 1/10G SFP+ uplinks 

– Dual Power supply 

– VCStack or LDVCStack of up to 4 units 

 

• AT-x510-52GTX 
– 48 ports 10/100/1000T 

– Four 1/10G SFP+ uplinks 

– Dual Power supply 

– Ability to stack up to 4 units 
 

 

 

 
2 x SFP+ 

uplink only 2 x SFP+  

uplink or stacking 



AT-x510-xx/GPX 

 

• AT-x510-28GSX 
– 24 ports 100/1000 BASE-X SFP 

– Four 1/10G SFP+ uplinks 

– Dual Power supply 

– VCStack of up to 4 units 

– Release: Q3, 2013 

 

 

 
 

» AT-x510-28GPX 
– 24 ports 10/100/1000T 
– Four 1/10G SFP+ uplinks 
– Dual Power supply 
– VCStack of up to 4 units 
– Max PoE per unit: 370W 
– Release: Q2, 2013 

 
» AT-x510-52GPX 

– 48 ports 10/100/1000T 
– Four 1/10G SFP+ uplinks 
– Dual Power supply 
– VCStack of up to 4 units 
– Max PoE per unit: 370W  
– Release: Q2, 2013 
 
 

 
 
 
 

 
 



Premium licenc:   AT-FL-x510-01 

• Alap licenc: 
– Layer 2 funkciók 
– L3 Static Routing és VRRP 
– EPSR transit-node 
– IPv6 forwarding és management 
– Jelenleg is elérhető 

• Premium funkciók (AT-FL-x510-01): 
– RIP 
– OSPF 
– PIMv4-SM, DM & SSM 
– EPSR Master 
– VLAN Double Tagging (Q in Q) 
– RIPng 
– OSPFv3 
– MLDv1 & v2 
– PIMv6-SM & DM 

 
 

Megjelenés: Q2, 2013 

Az alap és a prémium licenc is NetCover köteles! 



  

Hálózati architektúra:  Katasztrófatűrő rendszer - hagyományos 
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Hálózati architektúra:  Katasztrófatűrő rendszer - LDVCS 

  
• AT-x610 
• AT-x510-xxGTX 
• AT-x510-xxGPX 
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• VCS Stacking és VCS Stacking Long-distance /Fast 
Failover 

• Ethernet Protection Switching Rings (EPSRing) 
/Super-Loop Protection 

• Széleskörű multicast támogatás (IGMPv3, PIM-SM, 
DM and SSM) 

• IPv6 routing és multicasting (RIPng, OSPFv3, MLD, 
PIMv6) 

• Power over Ethernet Plus (PoE+) 

x510 - Legfőbb funkciók 



• Dupla belső PSU = nagyobb megbízhatóság 
• Layer 3 támogatás (RIP, OSPF, VRRPv2 and 

v3, Policy-based Routing) 
• sFlow 
• DHCP Server, Client, Relay, Snooping - IPv4 
• DHCP Server, Client, Prefix Delegation - IPv6 
• Network Access Control (NAC) 
• Tri-authentication 
• RADIUS és TACACS+ - autentikáció és 

nyilvántartás 
 

x510 - Legfőbb funkciók 



AT-x610-es család 

Layer 2+ Switch 

x610 



x610-es család felépítése 

24 
  
  

és  
  
  

48 Gigabit portos modellek 



• A series of Layer 3+ Gigabit Ethernet stackable switches that offers a 
impressive set of features in a high-value package 
 

• Virtual Chassis Stacking (VCStack) 
– VCStack allows a single “virtual chassis” from two physical devices.  

 

• Ethernet Protected Switched Rings (EPSR) 
– EPSR allows Allied Telesis switches to form a protected ring with sub 50ms failover 

 

• Advanced Routing 
– IPv4 and IPv6,  BGP4, OSFP including v3, VRF Lite (AlliedWarePlus Rel 5.4.1 or later) 

 

• Power Over Ethernet 
– POE+, 802.3at delivering up to 30 Watts per port.  800 and 1200 Watt Power supply options 

and the ability to supplement POE wattage from and external power shelf enables high 
power applications such as video surveillance. 

AT-x610 tulajdonságok 



x610 - PSU 

• Fix PSU a nem PoE modellek részére 

• Cserélhető PSU a PoE modellek részére 

 „Power boost” lehetőség a PoE modellekhez 

 250W 

 800W 

 1200W  

 



x610 

10/100/1000  

Port 

1000X 

SFP 

1000 SFP 

Combo 

SFP+ 10G 

Port 

AT-x610-24Ts 24 4 

AT-x610-24Ts-PoE+ 24 4 

AT-x610-24Ts/X 24 4 2 

AT-x610-24Ts/X-PoE+ 24 4 2 

AT-x610-24SPs/X 4 Combo 24 2 

AT-x610-48Ts 48   4 

AT-x610-48Ts-PoE+ 48   4 

AT-x610-48Ts/X 48   2 2 

AT-x610-48Ts/X-PoE+ 48   2 2 

24 portos SFP-s – 4db 10/100/1000 port 

4db SFP port 
minden altípuson 

2db 10G port alapszolgáltatásként 

Kivéve a 48/X verziót, 
mert ott nem áll 
Rendelkezésre 
elegendő hely 



x610  PoE+ kapacitása 

PSU típusa PoE 

kapacitás 

Port 

szám 

Átlagos teljesítmény per 

port 

(PSU nem redundáns) 

Átlagos 

teljesítmény per 

port 

(PSU redundáns) 

Max. PoE 

kapacitás 

(nem az 

összes port 

terhelésével!) 

800W 480 Watt 24 20 Watt -  30 Watt 

800W 480 Watt 48 10 Watt -  30 Watt 

1200W 780 Watt 24 Több, mint 30 Watt -  30 Watt 

1200W 780 Watt 48 16.2 Watt -  30 Watt 

800W + 800W 960 Watt 24  Több, mint 30 Watt 20 Watt  30 Watt 

800W + 800W 960 Watt 48  20 Watt 10 Watt  30 Watt 

1200W + 1200W 1560 Watt 24 Több, mint 30 Watt Több, mint 30 Watt  30 Watt 

1200W + 1200W 1560 Watt 48 Több, mint 30 Watt 16.2 Watt  30 Watt 



AT-x510 vs. AT-x610 

AT-x510 AT-x610 

Positioning Edge Aggregation/ Small Core 

Power consumption (non-PoE models) 86 W 191 W 

Power consumption (PoE models) 636 W 1,034 W 

MAC entries 16,000 32,000 

IPv4 entries 2,048 12,288 

IPv6 entries 1,024 6,144 

VRF-Lite instances N/A 63 

OSPF routes 256 8,000 

RIP routes 2,048 5,000 

BGP routes N/A 5,000 

L2 Multicast entries 1,024 2,048 

L3 Multicast entries (IPv4) 256 1,024 

Configurable VLANs 4,096 4,096 

ACLs 240 2,048 



SwitchBlade x8112 



SwitchBlade x8112 

• SBx8112 
– Layer 3+ 
– 12 slot a kártyák számára 
– 7 RU 
– Magas rendelkezésre állás 
– Wire-speed 
– Fast Failover 
– Hot-swap 
– AlliedWare+ 
– Eco-friendly 

 
 



SBx8112 – A hálózat lelke 



Hálózati struktúra 



 



 



Köszönöm a figyelmet! 


